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K4EVCP10FF
ELECTRIC RANGE 4 PYROCERAM PLATES + ELECTRIC OVEN 2/1 GN

PRODUCT DESCRIPTION

Molded working top made of AISI 304 with 2 mm thickness and rounded corner for easy cleaning.
Front panel made of stainless steel. Stainless steel frame with height adjustable legs made of stainless steel.
Table finishing with laser cut that guarantees a perfect combination between different tables. They can be very well fasted.
Heavy-duty handles in oval form made of AISI 304.
Radiant square plates with dimension 30x30 cm with a double circuit and 4 kW power positioned under the glass and controlled by a
thermostat with max temperature 420°C.
When the heating plate achieves the selected temperature, one circuit only keeps working; otherwise, the cooking surface could be
cooled too rapidly.
Safety thermostat with automatic reset at 530°C.
Pyram ceran plate made of 6 mm thickness. Athermic thermoset plastic knobs with functional screen printing on the boards.
Electric oven: cooking chamber made of stainless steel 430 and oven floor made of cast iron.
Heating through elements situated under the oven floor and on the top pf the cooking chamber.
A thermostat sets the oven temperature from 90° to 300°C.
Selector for choosing the type of cooking: ceiling-only, floor-only, both by a selector.
Oven suitable for trays 2/1 GN. The oven?s door is insulated by a silicone joint suitable for high temperatures.
Different voltages available upon request. 
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TECHNICAL SPECIFICATIONS

Width: 800 mm
Depth: 900 mm
Height: 850 mm
Weight: 129 kg
Volume: 0.99 m³
Electrical power: 21.40 kW


